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1. Scope

1.1 Identification

This SVD documents Link-11/TADIL-A Version 3.0.4.2.

Link-11/TADIL-A is hosted on the following platforms: 

C Hardware:  Tactical Advanced Computer, version 3/4 (TAC-3/TAC-4)
Operating System:  HP-UX 10.20
DII COE Kernel:  3.0.1.0 (with patches P1 and P2)

C Hardware: Sparc 10/20
Operating System: Solaris 2.5.1
DII COE Kernel:  3.0.0.3 (with patches P2, P3, and P4)

 
1.2 System Overview

The Link-11/TADIL-A core component adds passive and two-way Link-11/TADIL-A capability
to Defense Information Infrastructure (DII) Common Operating Environment (COE) Unified
Build Core-based systems.

This version of Link-11/TADIL-A satisfies multiple platform requirements using an
implementation independent approach. Implementations currently supported include: FFG7 for
Coast Guard, ATACC/TAOM for Marine Corps, Submarine for CCS Mk2, and TSC.

NOTE:
The L11Adm segment loads the configuration menus that enable the two-way capability. Loading
the L11Adm segment will select the Coast Guard implementation table by default.

1.3 Product Information

Product Qualification
Test and evaluation (T&E) of the passive taps were performed at the INRI San Diego facility
prior to delivery of the software. NCTSI tested TSC.

Product Restrictions
INRI’s intellectual property rights to deliverables defined in this document are covered by the
copyright license under the clause in DFARS 252.227-7013 (Nov 1995).

Product Dependencies
This segment is dependent on a properly installed and configured Operating System, Kernel,
Unified Build (UB) 3.0.2.5, and UB 3.0.2.5P1. To provide a visual display, load Joint Mapping
Tool Kit (JMTK) for UB 3.0.2.5, JMTK patch 1 for UB 3.0.2.5P1, and an appropriate account
group.



DII.3042.HP1020_SOL251.TadA_SVD_1.0

2 1 August 1997

2. Referenced Documents

The following documents are referenced elsewhere in this SVD:

2.1 Government Documents

None.

2.2 Non-government Documents

None.

3. Version Description

3.1 Inventory of materials released

Magnetic media: 

The following unclassified tapes are included in the delivery.

C Link-11/TADIL-A Version 3.0.4.2 Segment on a 4mm DAT cartridge, intended
for TAC-3/TAC-4 hardware environment. This segment can be run on DII COE
Kernel Version 3.0.1.0 (with patches P1 and P2) supporting HP-UX 10.20
Operating System.

C Link-11/TADIL-A Version 3.0.4.2 Segment on an 8mm EXABYTE cartridge,
intended for Sparc 10/20 hardware environment. This segment can be run on DII
COE Kernel Version 3.0.0.3  (with patches P2, P3, and P4)  supporting Solaris
Operating System Version 2.5.1.
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Documents:

For each document listed below, two laser originals and a disk containing an MS Word 6.x file
accompany the delivery:

C Installation Procedures (IP) for Link-11/TADIL-A Version 3.0.4.2,
DII.3042.HP1020_SOL251.TadA_IP_1.0, 1 August 1997.

C Software User’s Manual (SUM) for TADIL-A Version 3.0.4.2,
TADIL-A3.0.4.2:SUM2.0,  1 August 1997.

C Software Version Description (SVD) for Link-11/TADIL-A Version 3.0.4.2,
DII.3042.HP1020_SOL251.TadA_SVD_1.0,  1 August 1997.

3.2 Inventory of Software Contents

A listing of all computer libraries and files for Link-11/TADIL-A Version 3.0.4.2 is located in
Appendix B.

3.3 Changes Installed

A listing of all changes incorporated into the software since Link-11 Version 2.3.0.0 (delivered
with UB 3.0.2.5) is located in Appendix A.

3.4 Waivers

None.

3.5 Adaptation Data

None.

3.6 Installation Instructions

Installation instructions are located in:
C Installation Procedures (IP) for Link-11/TADIL-A Version 3.0.4.2,

DII.3042.HP1020_SOL251.TadA_IP_1.0, 1 August 1997.

The following configuration is recommended:
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C RAM: 128 MB minimum; 192 optimum
C Disk space: 2 GB
C Swap Space: 300 MB

3.7 Possible Problems and Known Errors

A listing of all problems and known errors for Link-11/TADIL-A Version 3.0.4.2 is located in
Appendix C.

4. Notes

4.1 Acronyms

C4I Command, Control, Communications, Computers, and Intelligence
COE Common Operating Environment
DAT Digital Audio Tape
DII Defense Information Infrastructure
DFARS Defense Federal Acquisition Regulation Supplement
GB Gigabyte
HP-UX Hewlett-Packard UNIX-based Operating System
INRI Inter-National Research Institute, Inc.
IP Installation Procedures
JMTK Joint Mapping Tool Kit
MB Megabyte
RAM Random Access Memory
SUM Software User’s Manual
SVD Software Version Description
TAC-3/TAC-4 Tactical Advanced Computer, Version 3/4
UB Unified Build
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Appendix A: Changes Installed

The following software trouble reports (STRs) and software change proposals (SCPs) have been
implemented in Link-11/TADIL-A Version 3.0.4.2. They represent changes since Link-11
Version 2.3.0.0.

Priority 1

None.

Priority 2

None.

Priority 3

GSPR Number: None

AGENCY Numbers: NES08724/0042

INRI Number: TDL00000368

Implementation: TSC Title

Short Description:
ENGAGE MESSAGE LOG IMPLEMENTATION.

Long Description:
IMPLEMENT AN ENGAGEMENT MESSAGE LOG SIMILAR TO THE CURRENT DESIGN OF THE
COMMAND MESSAGE LOG. THIS WINDOW SHALL DISPLAY PU, W/ES, WT, TN1 AND TN2.

Action:
Functionality implemented.

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: NES10839/0297

INRI Number: TDL00001204

Implementation: TSC Title

Short Description:
WRONG HAZARD SYMBOLOGY

Long Description:
THE FOLLOWING LINK-11 TRACKS ARE DISPLAYED AS CATEGORY UNKNOWN AND
IDENTITY FRIEND: HAZARDS - NS, NAV MINE, IMPACT POINT, ECM DECOY. THEY SHOULD
BE DISPLAYED AS PER MISC LINK-11 WINDOW.

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: NES11017/0308

Implementation: TSC Title

INRI Number: TDL00001269

Short Description:
RQ CALCULATIONS FOR PU OF TSC QUESTIONABLE

Long Description:
LINKING WITH MULTOTS WHO WAS SIMULATING A TSC. THERE WERE ALSO PU=AIR &
PU=SUB BEING SIMULATED. THE PROGRAM ALWAYS SHOWED THE AIR & SUB AS RQ=7
BUT THE RQ FOR TSC FLUCTUATED FROM 4 TO 7. THERE SHOULD NOT HAVE BEEN ANY
DIFFERENCE BETWEEN UNIT TYPES. SPECULATE THE DIFFERENT XMIT SEQUENCE FOR
TSC MAY BE CAUSING THE DISPARITY.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: NES11025/0316

Implementation: TSC Title

INRI Number: TDL00001277

Short Description:
UNABLE TO XMIT AN AOP

Long Description:
SELECT NEW LINK TRACK - AOP. FILL IN WINDOW AND XMIT OR SAVE. TRACK
DISAPPEARS. NO OUTPUT ON LINK WHEN XMIT.

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: NES11026/0317

Implementation: TSC Title

INRI Number: TDL00001278

Short Description:
UNABLE TO VIEW ASW SUMMARY

Long Description:
RECEIVED ASW SUMMARY FROM PU25. GOT ALERT. SELECTED ASW SUMMARY FROM
MENU AND NOTHING COMES UP.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: NES11027/0318

Implementation: TSC Title

INRI Number: TDL00001279

Short Description:
IDR PROCESSING NOT IAW TAB 61/OS411.3

Long Description:
IDR PROCESSING NOT IAW OS411.3 TABLE 4-1, SYSTEM IS DOING THE FOLLOWING: 1) OPR
SYS AUTO XMIT 4X CURRENT ID, PRODUCES 3 OP ALERTS. OPR REJECT PRODUCES
NOTHING. OPR ACCEPT PRODUCES 2X ACCEPTED ID. 2) AUTO ACCEPT: SYS AUTO XMIT 2X
NEW ID. 3) AUTO REJECT: SYS AUTO XMIT 4X CURRENT ID, PRODUCES 3 OF ALERTS.
RECOMMENDED SOLUTION IS AS FOLLOWS: 1) OP ACT SHOULD NOT RESULT IN SYS XMIT
OF ANYTHING UNTIL OP ACTION IS ACTUALLY TAKEN. THEN XMIT IAW 4.5(2)(A)3C. 2/3)
AUTO ACTION SHOULD BE IAW 4.5(2)(A) 1 AND 2.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: NES11029/0320

Implementation: TSC Title

INRI Number: TDL00001281

Short Description:
NEED TO GRAY OUT CLEAR IFF VALUES FOR MODE 1 & 3

Long Description:
TSC SUPPOSED TO BE UNABLE TO CLEAR IFF MODES 1 AND 3. CURRENTLY THE
SELECTIONS ARE AVAILABLE. IF SELECTED, DATA IS CLEARED FROM THE DISPLAY
GIVING THE APPEARANCE SOMETHING WAS CLEARED. THE LINK ACTS CORRECTLY &
IGNORES THE OPERATOR ACTION. PROB EXISTS THAT THE VALID DATA DOESN'T RETURN
UNLESS THERE IS AN ATTRIBUTE (ID, ETC) CHANGE. ROUTINE TRACK MOVEMENT
DOESN'T CAUSE IT TO BE UPDATED.

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: NUWCFGUAY437

Implementation: MK2 Title

INRI Number: TDL00001260

Short Description:
RQ CHANGES WHEN XMITTING AND RECEIVING 384 TRACKS

Long Description:
BACK TO BACK LINK-11 BETWEEN TB7 AND TB3. BOTH SYSTEMS TRANSMITTING 384
TRACKS. NOTICED THAT RQ WILL SOMETIMES GO TO ZERO AND STAY FOR A WHILE TOO.
IT LOOKS LIKE ALL MESSAGES ARE GOING BACK AND FORTH. ALSO SOMETIMES RQ WILL
BE 5 OR 6. THIS WAS CONTINUOUSLY HAPPENING WHILE BOTH WERE TRANSMITTING 384
TRACKS.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: NUWCFGUAY438

Implementation: MK2 Title

INRI Number: TDL00001261

Short Description:
XMITS GOING TO ZERO OFTEN

Long Description:
BACK TO BACK LINK-11 BETWEEN TB7 AND TB3. BOTH SYSTEMS TRANSMITTING 384
TRACKS. NOTICED IN THE RECEPTION QUALITY WINDOW THAT #XMITS WILL QUITE
OFTEN GO BACK TO ZERO. IT CORRELATED TO WHEN EVER A SYSTEM WAS RECEIVING A
BIG TRANSMIT FROM THE OTHER SYSTEM.

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001213

Short Description:
CONVERT THE LINK-11 CHANNEL EDIT PROGRAMS FROM WIZARD TO MOTIF

Long Description:
CONVERT THE LINK-11 CHANNEL EDIT PROGRAMS FROM WIZARD TO MOTIF

Action:
Change implemented

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: SMMTT Title

INRI Number: TDL00001225

Short Description:
CREATE SMMTT ROTATING PU TRANSMIT CAPABILITY

Long Description:
ALLOW MULTIPLE PU'S TO BE CONFIGURED WITH PU-CONFIG MESSAGE. EACH TIME LINK-
11 IS POLLED BY THE DTS, RESPOND WITH THE NEXT UNIT AVAILABLE. ALLOW THE XMIT-
AUTOMATIC OPTION TO CREATE TRACKS RELATIVE TO A SPECIFIC PU. HOOK UP
INACTIVE-PU, GRIDLOCK, AND PLAINTEXT MESSAGE AS NEEDED

Action:
Functionality implemented

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001227

Short Description:
SITE RQ LABEL SWITCHES FROM LN TO LR

Long Description:
SITE RQ LABEL SWITCHES FROM LN TO LR

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: MK2 Title

INRI Number: TDL00001245

Short Description:
ESM: ANTENNA POLARIZATION ENTRY DOESN'T CAUSE M86C TO XMIT

Long Description:
CREATE NEW ESM TRACK - DON'T ENTER ANYTHING BUT POSITION AND ANTENNA
POLARIZATION (SET TO ANY VALUE BUT NS). SHOULD XMIT M6B/86B, M6C AND M86C -
M86C DOESN'T XMIT. SET SCAN RATE OR PERIOD, AND M86C GETS 
XMITTED.

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001250

Short Description:
ALLOW RCPT OF PU WITH M1 AND M5 SEQUENCE

Long Description:
COMPLY WITH SPEC FOR RECEPTION OF FRU'S WITH ONLY (ONE) M1 AND (ONE) M5
MESSAGES

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001251

Short Description:
IMPLEMENT OS-411.2 TAB-61

Long Description:
IMPLEMENT TAB 61 WITH THE FOLLOWING CONSIDERATIONS: 1) DO NOT IMPLEMENT CI
BIT PROCESSING FOR M9A1, 2) NEW MATRIX WITH FIRST 1* OF THE LAST COLUMN
IMPLEMENTED AS A 2 AUTO ACCEPT AND THE LAST TWO 1'S AS A 1 (OP ALERT), 3) NO
RETRANSMISSION OF ID BY R2, 4) DISALLOW ID CHANGE TO UNK/PEND IF RECEIVED IN
CDO.

Action:
Functionality implemented

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: PASSIVE Title

INRI Number: TDL00001252

Short Description:
DISABLE DISPLAY CONNECTION FOR PASSIVE CHANNELS

Long Description:
PASSIVE CHANNELS SHOULDN'T DEPEND UPON DISPLAY CONNECTION AND SHOULDN'T
IMPLEMENT ANY USER INTERFACES.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001253

Short Description:
NOTACK ID FIELD IS EDITABLE

Long Description:
NOTACK TRACK EDIT WINDOW ALLOWS OPERATOR TO SET ID FIELD TO PENDING OR
HOSTILE, EVEN THOUGH ONLY FRIEND IS XMITTABLE.

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: JMCIS Title

INRI Number: TDL00001254

Short Description:
ADD CAPABILITY FOR OPERATOR TO TURN OFF AMP REQUIRED FOR PASSIVE CHANNELS

Long Description:
CURRENTLY PASSIVE EDO AND IH CHANNELS ALWAYS REQUIRE AMPS FOR NEW TRACKS.
ADD CAPABILITY FOR OPERATOR TO TURN THIS OFF IN THE PASSIVE LINK11 CHANNEL
EDIT WINDOW.

Action:
Change implemented

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: JMCIS Title

INRI Number: TDL00001255

Short Description:
PASSIVE INDIAN HEAD CHANNEL REQUIRES TWO M.1'S

Long Description:
 PASSIVE INDIAN HEAD CHANNEL REQUIRES TWO M.1'S

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001256

Short Description:
HIGH SYSTEM LOAD SLOWS DOWN TDBM CAUSING L2T SYNC PROCESS TO BLOCK

Long Description:
HIGH SYSTEM LOAD SLOWS DOWN TDBM CAUSING L2T SYNC PROCESS TO BLOCK

Action:
Problem corrected

PRI:  3

L11/TadA



DII.3042.HP1020_SOL251.TadA_SVD_1.0

A-12 1 August 1997

GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001257

Short Description:
HIGH SYSTEM LOAD SLOWS DOWN TDBM CAUSING L2T SYNC PROCESS TO BLOCK

Long Description:
HIGH SYSTEM LOAD SLOWS DOWN TDBM CAUSING L2T SYNC PROCESS TO BLOCK

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: JMCIS Title

INRI Number: TDL00001258

Short Description:
INDIAN HEAD PARSER LOSES DATA

Long Description:
THE INDIAN HEAD PARSER LOOKS FOR TWO M.1 MESSAGES TO START A BUFFER. CHANGE
TO USE EXTERNAL INTERRUPTS INSTEAD. SHOULD ALSO NOT STRIP DUPLICATE M.1
MESSAGE FROM RECEIVE BUFFER.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: TSC Title

INRI Number: TDL00001282

Short Description:
CHANGE RECEIPT OF PU176

Long Description:
CHANGE HOW TSC IMPLEMENTATION RECEIVES PU176

Action:
Change implemented

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None 

Implementation: TSC Title

INRI Number: TDL00001283

Short Description:
CHANGE M.11D MODE 4 IFF

Long Description:
CHANGE TSC IMPLEMENTATION OF M.11D MODE 4 IFF.

Action:
Change implemented

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None 

Implementation: TSC Title

INRI Number: TDL00001284

Short Description:
CHANGE INFO DIFF

Long Description:
CHANGE TSC IMPLEMENTATION OF INFO DIFF.

Action:
Change implemented

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None 

Implementation: ALL Title

INRI Number: TDL00001285

Short Description:
OPTIMIZE TADIL-A

Long Description:
OPTIMIZE COMMUNICATION BETWEEN LINK TRACK DATABASE AND TACTICAL
DATABASE.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None 

Implementation: GCCS USMC Title

INRI Number: TDL00001286

Short Description:
ADD SOLARIS NTDS SUPPORT

Long Description:
ADD SUPPORT FOR NTDS COMMUNICATIONS ON SOLARIS OS.

Action:
Functionality added

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None 

Implementation: ALL Title

INRI Number: TDL00001287

Short Description:
PLAIN TEXT WINDOW IS MISSING APPLICATION DEFAULTS

Long Description:
PLAIN TEXT WINDOW IS MISSING APPLICATION DEFAULTS

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None 

INRI Number: TDL00001296

Short Description:
MOVE PROCESS M.12.31 TO I/O PROCESS

Long Description:
MOVE PROCESS M.12.31 TO I/O PROCESS

Action:
Change implemented

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001297

Short Description:
INITIAL TRANSMIT OF TRACKS WITH DI CODE SET

Long Description:
TRACKS WITH DI CODE SET ARE XMITTED 3 TIMES VICE 2 UPON INITIATION.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001298

Short Description:
NCT COUNT ON TRACK REPORT AFTER ID CONFLICT

Long Description:
WHEN WE RECEIVE M.9A1, WE SHOULD NOT XMIT TRACK REPORT UNTIL AFTER THE
CONFLICT IS ACCEPTED/REJECTED.

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001301

Short Description:
REMOVE NTDS TYPE B (FAST) FROM NTDS CHANNEL EDIT WINDOWS

Long Description:
NTDS FAST IS NOT CURRENTLY SUPPORTED.

Action:
Change implemented

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001302

Short Description:
UNABLE TO EDIT NEW LINK TRACK

Long Description:
SOLARIS 5.5.1 - CANNOT CHANGE LINK TRACK ATTRIBUTES AFTER NEW LINK TRACK IS
CREATED.

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001303

Short Description:
GET PU INACTIVE ALERTS AFTER LAUNCHING LINK CHANNEL

Long Description:
DISPLAYING ERRONEOUS PU INACTIVE ALERTS SHORTLY AFTER LAUNCHING THE LINK
CHANNEL.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001304

Short Description:
POFA NOT RECEIVING DATA ON SPARC WORKSTATION

Long Description:
POFA NOT RECEIVING DATA ON SPARC WORKSTATION

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: TSC Title

INRI Number: TDL00001306

Short Description:
RECEIVED AND DISPLAYED AIR TRACK 0176

Long Description:
SHOULD HAVE REJECTED AIR TRACK 0176.

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: TSC Title

INRI Number: TDL00001307

Short Description:
ENGAGEMENT STATUS "TRACKING" NOT DISPLAYED

Long Description:
ENGAGEMENT STATUS "TRACKING" NOT DISPLAYED

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: TSC Title

INRI Number: TDL00001308

Short Description:
ECM TRACK NOT DISPLAYING BEARING ACCURACY

Long Description:
ECM TRACK NOT DISPLAYING BEARING ACCURACY

Action:
Problem corrected

PRI:  3

L11/TadA
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GSPR Number: None

AGENCY Numbers: None

Implementation: ALL Title

INRI Number: TDL00001309

Short Description:
SOLARIS: PRIORITY OF THE IO PROCESS DOES NOT GET UPGRADED WHEN RUN FROM THE
COMMS WINDOW

Long Description:
SOLARIS: PRIORITY OF THE IO PROCESS DOES NOT GET UPGRADED WHEN RUN FROM THE
COMMS WINDOW

Action:
Problem corrected

PRI:  3

L11/TadA
GSPR Number: None

AGENCY Numbers: None

Implementation: TSC Title

INRI Number: TDL00001310

Short Description:
ECM VIEW WINDOW DOES NOT DISPLAY BEARING ACCURACY

Long Description:
ECM VIEW WINDOW DOES NOT DISPLAY BEARING ACCURACY

Action:
Problem corrected

PRI:  3

L11/TadA
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Appendix B: Inventory of Software Contents

The following list identifies computer libraries and files for Link-11/TADIL-A Version 3.0.4.2.

Link11/Integ:
VSOutput

Link11/Scripts:
.cshrc.Link11

Link11/SegDescrip:
DEINSTALL* PostInstall* ReleaseNotes
SegInfo SegName VERSION
Validated

Link11/bin:
Link11-AswSummary* Link11-CmdMsgs* Link11-Config*
Link11-DialogMgr* Link11-DiffResl* Link11-EditChan*
Link11-EditShape* Link11-EngageStat* Link11-Filter*
Link11-Gridlock* Link11-Ldbm* Link11-MX512P*
Link11-Monitor* Link11-POFA* Link11-PlainText*
Link11-RecvQual* Link11-Status* Link11-Supervisor*
Link11-Sync* Link11-TadilA* Link11-Tracks*
Link11-UpdateRqst*

Link11/data:
AW/ Menus/ Messages/
app-defaults/ ffg7.data jmcis.data
ssn.data taom.data tsc.data

Link11/data/AW:
Link11-CatThreat.rsrc

Link11/data/Menus:
ChartBar.Link11

Link11/data/Messages:
channels.active channels.passive channels.strip

Link11/data/app-defaults:
Link11-AswSummary Link11-CmdMsgs Link11-Config Link11-DialogMgr
Link11-DiffResl Link11-EditChan Link11-EngageStat
Link11-Filter Link11-Gridlock Link11-Monitor
Link11-POFA Link11-PlainText Link11-RecvQual
Link11-Status Link11-Supervisor Link11-Tracks Link11-UpdateRqst

Link11/lib:
libMSeries.sl*
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Appendix C: Possible Problems and Known Errors

There are no known problems for Link-11/TADIL-A Version 3.0.4.2.
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